CONNECTORS, FIBER OPTIC, CIRCULAR, PLUG STYLE,
MULT1PLE REMOVABLE TERMINI, SCREW THREADS,

WITH 90° STRAIN RELIEF, ENVIRONMENT RESISTING

This specification is approved for use by all Depart-

nents

and

agencies ot the Department of Detense.

1

INCH-POUND

SUPERSEDING
MIL-C-2BR76/9C
1% June 1988

The requirements for acquiring the product described herein shall consist of this specification
shee: and the 1ssue of the followinc specification (isted in that issue of the Department of

befense Index of Specifications and Standards (DODISS) specified 1n the solicitation: MIL-C-28876.
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FIGURE 1. Plug connector with 90° backshell strain relief.
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DISTRIBUTION STATEMENT A. Approved for public release; distribution is uniimited.
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MIL-(-28876/90

Shell N ] AF AG 0 Insert tolor
size dia dia Bax maXx dia tigure band
max Bax max See note S EIA RS359
11 . 960 1.050 4.190 4.250 1.028 1 Yeliow
(24.38) (26.67) (106.43) (1097.95) (26.11) '
13 1.085 1.050 4.190 4.250 1.4 2 Yellow
(27.55> (26.67) (106.43) (107.95) (28.98)
15 1.255 1.550 4. 440 4.500 1.263 3 Yellow
(31.88) (35.37) (142.78) (114.30) (32.08>

NOTES:
1. Dimensions are in inches.

2. Hetric equivalenis are given for generai inforsation oniy.
3. Dimensions apply after plating.
4. Metric equivalents (mm) are in parentheses.
S. For insert arrangement, see the indicatec figure in KIL-STD-2163.
FIGURE 1. Plug connector with 90° backshell strain reliet - Continued.
REQUIREMENTS:

Temperature: Range 1 (-54°C tc +65°C operating, -&2°C to +71°C storage).

Dimensions and configurations: See tigure 1 herein and KIL-C-2887¢, figures & and 9.

Weight:
Shell shze Weight (ounces), maximum
11 .5
13 11.5
15 14.5

Fiber optic cable:
Cable diameter: 0.315 inch (8.00 mm) or 0.423 inch (10.75 mm) 2 10 percent.
Fiber type: WKIL-F-49291/3, MIL-F-49291/4, MIL-F-49291/6, and MIL-F-49291/7.
MIL-ST0-21€3 tor decired shell size.

Insert arrangement: S

Termini: Style P (pin) or S (socket). See MIL-T-29504/1, MIL-T-29504/2, M1i-7-29504/12, Kli-T-29504/13,

RIL-T-29504/74, anc MIL-7-29504/15 (tor aumsy terminus, see MIL-T-29504/33.

Cleaning procedures: Dampen lens tissue (paper wipe or cotton swab) with 8 small amount of isopropyl
mlrnkal (minimis ON fnancant 26man~eeb) Pamely ime b Sone =d o mmeeeedan mmmas sl mama: adabad o
LR ARSL AW rmum FV pPEIALTIIL BT TIRgLIN . GETILLY WIpE LI 18.w Ui LS. L“Im‘\", lcwvnvg uny JTwi l‘,

particularly around the optical fiber, using clean lint-free lens tissue (paper wipe or cotton swab).
Carefully dry the contact with & clean, dry, lint-free tissue.

Shett potarization: 1 through 6 keyway positions. See MIL-C-28876, figure 6.
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PIN: Marked on coupling ring of plug (see table I).

m8876/9 B 1 2 P 1
| 1 ] |
I I | i
| R
| [ T N
Basic PIN ! | [ 1 Keving position number
— i i i i ——— B b= o
Shell size designator letter__ | | | L Terminus style letter
o
lnsert arrangement number 1 1 Backshel{ dash number
TABLE 1. PIN designators.
Maxigqum cable
Shell pesignator Insert Termini Key outer drameter,
size arrangement position backsheli number
number
1 2 2
11 A 1 P or § 4, 2, 3, .25¢€ 346
L, S, or & (€.325) (£.80°
12 B 1 P or S 1, 2, 3, .285 .346
4L, 5, o~ 6 (7.24) (8.80)
15 C Tor2 P or S 1, 2, 3, .515 .256 375
4, 5, or 6 (13.08) (6.50) ($.53)

Mating counterpart: Receptacle connectors specified in MIL-C-2BB76/1 through MIL-C-2B876/5 and
MIL-C-28876¢/11 through MIL-C-28876/14.

instaiiation and removai toois: As specified in MIL-I-B1969/46 through MIL-1-B19%69/49, MIL-T-B3523/5 and
KIL-7-83523/8.

______ [y PR, S

for gualified products listing, quality conformance, and periodic inspections, dummy termini shall be us
in all unused cavities.

Patent notice: The Government does not have a royaity-free License under the folliowing patents for the
benefit of manufacturers of the item, either for the Government or for use in equipment to be celivereg
to the Govermment:

Patent spplication ne. Patent expiratior date

VA 10T LN A JALC 1WVYS

“, %70, 7 127 WA
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MIL-C-28876/9D

CONCLUDING MATERIAL

Prepa=Ing -activity:

Custodians:
Army - CR Mewsn, _ €U
Y . Navy SH
Navy - SH
Air Force ~ 85 Agent:
NASA - NA DLA - ES

Review activities: (Project 6060-0093-9)

Army - MI

Navy - AS, MC

Air Force - 17, 19, 80, 90, 99
DLA - ES

User activities:
Navy - 0S, YD
Air Force - 13, 14
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