MILITARY SPECIFICATION SHEET

CONNECTORS, FIBER OPTIC, CIRCULAR, PLUG STYLE,

MULTIPLE REMOVABLE TERMINI, SCREV THREADS,

WITH 45° STRAIN RELIEF, ENVIRONMENT RESISTING

This specification is approved for use by all Depart-

mants

and Agencies of the Department of Defense.

INCH-POUND

MIL-C-28876/8D
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SUPERSEDING

MIL-C-28876/8C
15 Jdune 1985

The requirements for acquiring the product described herein shall consist of this specification
sheet and the issue of the following specification listed 1n that issue of the Department of

Defense Index of Specifications and Standards (DODISS) specified in the solicitation: MIL-C-28876.
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FIGURE 1. Plug connector with 45° backshell strain relief.
1 of & FSC 6060

AMSC N/A
DISTRIBUTION STATEMENT A. Approved for public release; distribution is unlimited.

Source: https://assist.dla.mil -- Downloaded: 2016-12-10T02:24Z
Check the source to verify that this is the current version before use.
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Sheil W L] AF AG v} insert Cotor
size dia dia max max dia figure band
max max max See note 5 EIA RS359
1M . 960 1.050 6.09%0 3.540 1.028 1"’ Yellow
(24.38) (26.67) (154.693 (85.92) 26.770)
13 1.085 1.050 6.160 3.580 1.1 2 Yellow
(27.55) (26.67) (156.46) (90.93) (28.98)
15 1.255 1.550 6. 440 3.850 1.263 3 Yellow
{31.88) {39.37) {163.58) (37.79) (32.08)
NOTES:
1. Dimensions are in inches.
2. Hetric equivaients are given for general information oniy.
3. Dimensions apply after plating.
4. Metric equivalents (mm) are in parentheses.
5. For insert arrangemsnt, se€ tne indicated figure in HIL-STO-2183.
FIGURE 1. Plug connector with 45° backshell strair reiief - Continuec.
REQUIREMENTS:
Temperature: Range 1 (-54°C 10 +65°C operating, -62°C tc +71°C storage).
Nomancirnmne memdA reand smirmatsnne - Cama 3 1 harasm mnd MY _F_DJRR2L *rmirme [ oan~ O
Disensions and configurations: See fig 1 herein snd MIL=(=-2887(, tigures 4 and ©
Weight
Shell size Weight (ounces), maximum
(o 4
1 T .S
13 11.5
15 14.5
fiber optic cable
Cable disseter: 0.315 inch (B8.00 ==) or 0.42% inch (10.75 ==) = 10 percent
Fiber type: NRIL-F-49291/3, MIL-F-49291/4, M1L-F-45291/¢, and MIL-F-49291/7.
insert srrangement: See MIL-STD-21€3 for desired shell size.
e P { Yor 8¢ H See MIL-T=29504/1, MIL-T=29504/2, MIL-7-29504/12, MIL-T-29

Clesning procedures: Oampen lens tissue {(peper wipe or cotton swab) with & saall amount of isopr
alcohol (minimum 90 percent strength). Gently wipe the face of the connector, removing any debri
particularly sround the optical fiber, using clean lLint-free lens tissue (paper wipe or cotton twab).
Carefully dry the contsct with & clsan, dry, lint-free tissue.

Shell polarization:

O T . L S

S8 MiL- T =CFoLsSN, W

.y 71—
(tor dummy tersinus, see MIL-7-29504

1 through 6 keyway positions. See NIL-C-28876, figure 6.

Source: https://assist.dla.mil -- Downloaded: 2016-12-10T02:24Z
Check the source to verify that this is the current version before use.
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PIN: Marked or coupling ring of plug (see table I).

we8876/8 E 1 2 P 1
[ | [ |
L T . |
Lol
I [t
Basic PIN | | | 1 Keying position number
I I
Shell size designator letter i i1 1 Terminus style letter
i
Insert arrangement number | | Backshell dash number
TABLE 1. PIN designators.
Maximum cable
Shell Designator insert Termir Key outer dirameter,
size arrangemnent position backshell number
number
1 2 3
(e A i P oS 1, 2, 3, .250 .348
4. 5, o~ € (€.25° (&.80)
13 B 1 P or s 1, 2, %, . 285 .348
&, 5, o 6 (7.24) (8.80)
15 C 1 or 2 Pors 1, 2, 3, .515 .256 375
4L, 5, or 6 (13.08) (€.50) (5.53)

o

Mating counterpart: Receptacle connectors specified in MIL-C-28876/1 through HIL-C-28876/5 and
MIL-C-28876/11 through MIL-(-28876/14.

installation and removal tools: As specified in MIL-1-81969/4e through MIL-1-B1969/4%, MIL-T-B3523/5 and
MIL-T-83523/8.

for qualified products tisting, quality conformance, and periodic inspections, dummy termini sha
1n all unused cavities.

Patent notice: The Government does not have a rovalty-free license unaer the following patents for the
benefit of sanufacturers of the item, either for the Government o- for use in equipment to be delivered

to the Governaent:

Patent application nc. Patent expiration date

4,493,529 171572002

Source: https://assist.dla.mil -- Downloaded: 2016-12-10T02:24Z
Check the source to verify that this is the current version before use.
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CONCLUDING MATERIAL

Custodians: Preparing -activity:

Army - CR Navy - SH

Navy - SH

Air Force - 85 Agent:

NASA - NA DLA - ES
Review activitie (Proiect 60G0-0053-8)
REVIEW allivilIes AFTroj et OUOU~-UUIYO-CJ

Army - MI

Navy - AS, MC

Ayr Force - 17, 19, 80, 90, 9°

T, , ,
DLA - ES

User activities:
Navy - 0S, YD
A1r Force - 13, 14

»
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