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MILITARY SPECIFICATION SHEET
CONNECTORS, FIBER OPTIC, CIRCULAR, RECEPTACLE STYLE,
MULTIPLE REMOVABLE TERMINI, SCREW THREADS,
WALL MOURTING, WITHOUT STRAIN RELIEF, ENVIRONMENT RESISTING
Thic epeacification i3 spproved for use vy all Depart-
ments and Agencies of the Department of Defense.
The requirements for acauiring the product described herein shall consist of this specification
sheet and the issue of the foliowing specification listed in that issue of the Depeartment of
befense index of Specifications and Standards (DODISS) specified in the solicitation: MIL-C-2887¢.
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FIGURE 1. Receptacle connector
ANSC N/A 10f 4 FSC 6060
DISTRIBUTION STATEMENT A. Approved for public release; distribution is unlimited.
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MIL-C-28876/1D

Shell N 2 Do Insert Color
size dia W X Y dia dia figure (see band
max max max note 5) EIA RS359
1 .960 130 1.043 .750 .70 812 1 Yeliow
(24.38) (3.30) (26.49) (19.05) (19.05) (20.62)
.115 1.0
(2.92) (25.43)
13 1.085 130 1.158 .843 .875 .937 c Yel low
(27.55) (3.305 {29 475 (21.4%) (22.22} (23.80
L1158 1.116
(2.9 {28.35)
15 1.255 -130 1.27¢ . 968 1.062 1.124 3 Yel low
{(21.88) (3.3 (X2.46) (24.59) (26.97) (28.55)
115 1.236
(2.92) (31.3%)
23 1.703 .130 1.738 1.281% 1.50 1.287 4 Yel low
(43.25> (3.30) (bdr ,V4) (32.54) (38.10) (32.54?
1Mc 1.69¢
(2 922 (42.13)
NOTES:
1. Pimensions are in inches.

(VAR SR VU N

metric equivalents sre given for general
Dimensions apply after plating.

metric equivalents (ma) are in parentheses.

For insert arrangement, see the indicated figure in MIL-STD-2162.

information only.

FIGURE 1. Receptacle connector - Continued.

REQUIREMENTS:

Tenmpe

Dimensions anc configurations:

rature: Range 1 (-54°C to +65°C operating, -62°C to +71°C storage).

See figure 1 herein anc MIL-C-28876, figure 5.

weight:

Shell size Yeight (ounces’, maximur
11 2.C
13 2.5
i5 3.0
23 4.3
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MIL-C-28876/1D

Fiber optic cable:
Cable diameter: _118 inch (3.00 mm) maximum.
Fiber type: MIL-F-49291/3, MIL-F-L9291/4, MIL-F-49291/6, and MIL-F-49291/7.

Insert arrangement: See MIL-STD-2163 for desired shell size.

Termini: Style P (pin) or S (socket). See MIL-T-29504/1, MIL-T-29504/2, MIL-T-29504/12, MIL-T-29504/13,
MIL-T-29504/14, and MIL-T-29504/15 (for dummy terminus, see MIL-T-29504/3).

nut: See figure 1. Backshell nut shalt be supplied with connector unless otherwise specified
n

Cleaning procedures: Dampen lens tissue (paper wipe or cotton swab) with & small amount of isopropyl
alcohol (minimum 90 percent strength). Gently wipe the tace of the connector, removing any debris,
particularly around the optical fiber, using clean Lint-free lens tissue (paper wipe or cotton swab).
Carefully dry the contact with a clean, dry, lint-free tissue.

Shell polarization: 1 through ¢ keyway positions. See MI(-C-28876, figure €.
Marking:
PIN: Marked on flange of receptacle (see table ).
M28876/1

i
Basic PIN |
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Backsheli nut not suppiied
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i
!
Shell size designator lLetter i i
|
|

1
I
!
4
|
!
|

Keying position number

Inse~t arrangement number

el S —

Jerminus style

TABLE 1. PIN designators.

Shell Designator Insert Termini Key
size arrangement position
nusber
11 A 4 P or s 1, 2, 3,
4, 5, 0% €
13 B 1 PorsS 1, 2, 3,
4, 5, or &
18 C Tor 2 Por s 1, 2, 3,
4, 5, or €
22 F 1 FPors 1, 2, 3,
L, 5, or €
3
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MIL-C-28876/10

Mating counterpart: Plug connectors specified in MIL-C-28B876/6 through MIL-C-28876/9.

used in all unused cavities.

Revision letters are not used to denote changes due to the extensiveness of the changes.

CONCLUDING MATERIAL

Preparing activity:

Custodians:
Aray - CR Navy - SH
Navy - SH
Ayr Force - 8BS Agent:
NASA - NA DLA - ES

(Proyect 6060-0092-1)

Review activities:

Arsey _ M7
ATIRY i

Navy - AS, MC
Atrr force - 17 19, 80, 9C, %
DLA - ES

User activities:
Navy - O3, YD
Air fForce - 13, 14
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