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MILITARY SPECIFICATION SHEET

CONNECTORS, FIBER OFT]
MULTIPLE REMOVABLE TERMINI, SCREW THREADS, JAMHUT MOUNTING
WITH 45° STRAIN RELIEF, ENVIRONMENT RESISTING

This specification 1s approved for use by all Depart-
ments and Agencies of the Department of Defense.

The requirements for acquiring the product described herein shall consist of this specification
sneet and the issue of the tfottowing specification listed in that issue of the Department of
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FIGURE 1. Receptacle connector with 45° backshell strain relief.
AMSC N/A 1 0f & FSC 6060

DISTRIBUTION STATEMENT A. Approved for public release; distribution is unlimited.

Source: https://assist.dla.mil -- Downloaded: 2016-12-10T03:20Z
Check the source to verify that this is the current version before use.
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MIL-C-28876/13D

REQUIREMENTS:

Temperature: Rangs 1 (-54°C to +65°C operating, —62°C to +71°C storage).

igurations: See figure 1 herein and MIL-(-2887¢, figures 5 and G.

Weight
Shell size Weight (ounces),6 maximum
11 10.5
13 11.5
15 15.5

fFiber optic cable:

Cable diameter: 0.315 inch (8.00 m&) or 0.423 inch (10.75 mm) * 10 percent.

lnsert arrsngement: See MIL-STD-2163 for desired shell size.

Termini: Style P (pin) or S (socket). See MIL-7-29504/1, MIL-T-29504/2, MIL-T-29504/12, NIL-T-29504/13,
MIL-T-29504/%4, and MIL-T-29504/15 (for dummy terminus, see MIL-T-29504/3).

Cleaning procedures: Dampen lens tissue (paper wipe or cotton swab) with a small amount of isopropyl alcohol
(ninimus 90 percent strength). Gentlvy wipe the face of the connector, removing any debris, particularly around
the opticai fiber, using clean Lint-tree iLens tissue (paper wipe or cotton swab’. Carefully dry the contact
with & cleen, dry, lint-free tissuve.

shell polsrization: 7 through € keywsy positions. See MIL-C-28875, figure 6
narking
PIN: Marked on flange of receptacie (see table 1).
M2B876/13 B [

f ! Lo

! ! b
Basic PIN i | i1 Keying position number

! !

| Terminus style letter

Backshell dash number

Shell size designator letter [

o ———— s e e | 3
e e e e e PO

Insert arrangement number

Source: https://assist.dla.mil -- Downloaded: 2016-12-10T03:20Z
Check the source to verify that this is the current version before use.



MIL-C-28876/13D

TABLE 1. PIN designators.

maximur cabie

| | | | i [ I
{Shetl |Desig- | Imsert {1 ! Key i outer diameter, }
|size  |nator |arrangement | i position | backshell number !
I f 1 I ! | ! | l
| i [ _number | z |1 2t 3 |
! | ! ! | | .250 |.346 | !
11 A | 1 [ Pors | 1,2, 3, | (6.35) |(8.80) | |
| ! i l 14, 5, or & | ] | I
| J ! I i .285 1,346 f |
| 13 | B | 1 l Pors | 1,2, 3, | (7.26) |(8.80) | |
i ; ! | 14, 5, or & | i i i
| | | | i | .515 | .256 i .375 ]
15 | ¢ I 1 or?2 f Pors | 1,2, 3, | (13.08) | (6.50) | (9.53) |
i i i i il § or & I { i i
Rating counterpart: Plug connéctors specified in RIL-(-28876/6 through KIL-{-28876/9.

stallation and removal tools: As specitied in MIL-1-81969/46 through MIL-1-B1$69/49, MIL-T-B3523/5 and

listing, quality contormance, and periodic inspections, dummy tersini shall be used

for qualifired products
in sl unused cavities.
Patent notice: The Government does not have a royalty-free license under the following patents for the
benefitl of manufacturers of the ites, either for the 6Government or for use ir eguipwent to be delivered to
the Government:
Patent applicstion nc Pstent expiration date
4,493,52% 171572002

Revision letters are not used to denote changes due to the extensiveness of the changes.
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