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4 MAY 1995

PERFCRMANCE SPECI FI CATI ON SHEET
CONNECTORS, FI BER OPTI C, Cl RCULAR, PLUG STYLE
MULTI PLE REMOVABLE TERM NI, DUST COVER, SCREW THREADS,
ENVI RONVENT RESI STI NG

This specification is approved for use by all Departments
and Agenci es of the Departnent of Defense.

The requirenents for acquiring fiber optic connectors described
herein shall consist of this specification sheet and M L- PRF-28876
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FI GURE 1. Pl ug dust cover.
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M L- PRF- 28876/ 10F

Shel | T thread A dia max B dia Cdia D max
si ze class 2A
| nches mm__ [l nches nm | nches nm | nches nm
11 .750-.1P- | 1.028 | 26.11 | .581 14. 75 . 775 19.68 | 1.650 | 41.91
.2L-D. S . 569 14. 45 . 755 19. 17
13 .875-.1P- | 1.141 | 28.98 [ . 705 17.90 . 900 22.86 | 1.800 | 45.72
.2L-D. S . 693 17. 60 . 880 22.35
15 1.062-.1P-| 1.263 | 32.08 | .877 | 22.27 | 1.025 | 26.03 | 1.950 | 49.53
.2L-D. S .865 [ 21.97 [ 1.005 | 25.53
23 1.500-.1P- | 1.703 | 43.26 | 1.299 | 32.99 | 1.463 | 37.16 | 2.483 | 63.07
.2L-D. S 1.287 | 32.69 | 1.443 | 36.65
NOTES
1. Dinensions are in inches.
2. Dinmensions apply to plated/finished part.
3. Metric equivalents are given for general information only.
FIGURE 1. Plug dust cover - Conti nued.
REQUI REMENTS:
Di nensi ons and configuration: See figure 1
Wi ght : 2.5 ounces (70.875 g) maxi mum
Lanyard shall be free to rotate on fastener
Gasket shall be nechanically captive to the cover.
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M L- PRF- 28876/ 10F
Mar ki ng:
Part or ldentifying Number (PIN):
M28876/10 A B, Cor F ABCDor E

Basi c specification

Shel | size designator letter

A = Shell size 11
B = Shell size 13
C = Shell size 15
F = Shell size 23

Lanyard attachnent
A = Chain with fastener
Rope with fastener

- Rope with ring

B
C
D
E = Wthout chain or rope

PI N exanpl e: M228876/ 10- AA.
Mar gi nal notations are not used in this revision to identify changes with

respect to the previous issue due to the extent of the changes.

CONCLUDI NG MATERI AL

Cust odi ans: Preparing activity:
Arny - CR Navy- SH
Navy - SH
Air Force - 11 Agent :
DLA - CC DLA - CC
Revi ew activities: (Project 6060-0144-10)
Navy - AS
Air Force - 13, 19, 93, 99
DA - DI
NASA - NA

NOTE: The activities |listed above were interested in this docunment on the
date of this docunent. Since organizations and responsibilities can change,
you should verify the currency of the information above using the ASSI ST
Onl i ne database at http://ww. dodssp.daps.ml/.
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