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MILITARY SPECIFICATION

SWITCHES, YHERMDSTAYIC, (METALLIC AND RIMETALLIC)
GENERAL SPECIFICATION FOR

This supplement forme s part of Military
Specification MIL-8-24238B, dated 26 April 1872

SPECIFICAYION SHEETS

MIL-S-24236/1 - Switches, Thermostatic, (Bimetallic), Submiaiature, Type 1, Hermetically Sealed, Single
Pole, Single Throw (SPST), 5 Amperes.

MIL-5-24230/2 - Switches, Thermostatic, (Bimetallic), Type 1, Bermetically Sealed, Single Pole, Single
Throw (SPST), 5 Awperes.

ML-S-24238/11 - Switches, Thermostatic, (Bimetallic), Type I, Bermetically Sealed, Single Pole, Single
Throw (SPST), 1 Ampere.

MIL-S-24238/13 - Switches, Thermoztatic, (Bimetallie), Type 1, Bermetically Sealed, Single Pole, Single
Thraw (SPST}, 1 Ampere.

ML-5-242368/15 - Switch, Thermostatic, (Metallic), Type II, Hermetically Sealed, Overheat Detector,
Adjustable, Single Terminal, 3 Amperes.

MIL-§-24236/16 - Switch, Thermostatic, (Metallic), Type 11, Bermetically Sealed, Overheat Detector,
Adjustable, Dual Terminal, 3 Amperes

MIL-S-24236/19 - Switches, Thermostatic, (Bimetallic), (Subminiature), Type I, Hermetically Sealed,
Single Pole, Single Thraw {SPSY), 1 Ampere.

MIL-S-24236/20 - Switches, Thermoxtatic, (Bimetallic), Subminiature, Type I, Bermetically Sealed, Single
Pole, Single Throw (SPST), 2 Amperer and Low Level

MI-5-24236/24 - Switches, Thermostatic, (Bimetallic), Subminiature, Type 1, Bermetically Sealed, Single
Pole, Double Throw (SPDT), 2 Amperes.

MIL-§-24236/25 - Switches, Thermoztatic, (Bimetallic), Type 1, Bermetically Sealed, Single Pole, Siagle
Throw (3PST), 2 Amperes

MIL-S-24236/26 - Switcheg, Thermoztatic, (Bimetallic), Type I, Hermetically Sealed, Single Pole, Single
Throw (SPST), and Single Pole, Double Yhrow (SPDT), 2 Amperes.
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Application crose-refepence

MIL-5-24238/ Temperature Yibration Shock Altitude Probe 28 ¥ dc Low
range type (max1mm) | configuration] ratiag level
o 4 amperes | capability
Low | Hgh
10-500 B 106} 756 6me
1 -7 ¢500 | 10-2000 Hx 20 G| 100 G 6ms| 60,000 ft. ko 5 amperes Bo
10-2000 Be 20 6 2 amperesz
2 -1 +500 | 10-2000 Bz 30 G| 100 G Sas{ 70,000 ft. Yes 5 amperes B
11 -10 +350 5-2000 By 30 G| 100 G Gms| 70,000 fi Tes 1 ampere
13 -3 +305 5-2000 Bz 30 G| 100 G Oms| 70,000 ft. o ] ampere |
15 +135 | +800 10-2000 Kz 10 G| 100 G Gme| 70,000 f%. Yos 3 amperes 5o
18 +135 | 4900 | 10-2000 Bz 10 G| 100 G 6as| 70,000 ft. Tes 3 amperes |
19 -3 +400 10-2000 Bx 30 G| 100 G 6w} 100,000 ft. Bo | ampere | ]
20 -10 +400 10-2000 Bx 10 G} 100 G Gme| 70,000 ft. Bo 2 amperes Yes
2% -05 +400 10-2000 Bz 10 G| 100 G 6ms] 80,000 fi. ] 1 amperes Bo
25 -10 +400 | 10-2000 Bz 10 G| 100 G 6ms{ 70,000 {t. Yet 2 amperes |
26 +100 | +600 10-2000 Bz 10 G 100 G 6me{ 70,000 ft. Yex 2 amperes o
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CONCLUDING MATERIAL

Preparing activity:

Bavy - EC

Agent:

DLA - ES

(Project 3830-1428)




