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Connector, electrical, flat cable, nonenvironmental,
dual-in-lTine plug for terminating round conductors on ,050
centers, for mating with standard di1p sockets, .100 x .300
contact spacing, .100 X ,400 contact spacing and .100 x
.600 contact spacing.

Connectors, electrical, flat cable, nonenvironmental, plug
with dual polarization, round conductor, insulation
displacing, non-removable socket contacts (.100 x .100
spacing).

Connectors, electrical, flat cable, nonenvironmental,
header, right angle (.100 spacing) with polarizing feature
solderless wrappost or PWB termination.

Connectors, electrical, flat cable, nonenvironmental,
header, straight thru (.100" spacing) with polarizing
feature solderless wrappost or PWB termination.

Connectors, electrical, flat cable, nonenvironmental,
socket insulation displacement.

Connectors, electrical, flat cable, nonenvironmental,
printed wiring board solder transition for terminating
round conductors on .050 inch centers.

Connectors, electrical, flat cable, nonenvironmental, four
wall header, right angle (.100 spacing) with polarizing
feature, solderless wrappost or PWB termination.

Connectors, electrical, flat cable, nonenvironmental, four

wall header, straight thru {.100 spacing) with polarizing
feature, solderless wrappost or PWB termination.
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