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TARLE I. DASH NUMEFRS AND DESIGN CONFIGURATIONS.
DASH RUMEER
r [ E
CAREON VIDTE ACROSS VIDTE ACROSS CETOXNESS
STEEL CRES FLATS CORTRS
STEEL BRASS THREAD SIZE
CAD PHCS Ky | mx MY N L7+ 4 MIX
H2 13 34 315 . 0600-80UNP--2B 156 150 180 am 050 | .043
322 2 324 325 «0B60-64UNF-2B 871 .180 217, 205 -06¢ 057
U2 43 344 35 11 20-480NF-2B 250] .24t 269 ey .o | 087
62 63 364 365 +1380-40UNF-2B g2l oxe .361 K77} e e
b5 384 386 +1640-36UNP-2B 3| TR .37 .58 30 a7
w103 304 305 .1900-32UNP-2B S| L2 A3 413 R < IRTL
V6 54 ol 2500-2INE-OR a7 | oy 05 w0 o 1M
M2 - 514 byib] +3125-24UNP-22 562 545 .650 .62t 225 | .208
. - 3384 385 +ST50-24UNP-2B 65| .6 T2 592 2 2%
3% - 3394 3395 S000-20UNP-28 8131 JTEE 940 (23] a2 402
3402 —_ 3404 05 6250~ 1BUNFP-2B 1.000] .969 * 188 1.104 = -509
REQUIREMENTS:
1. MATERIAL: STEEL, CAREON, SHALL EE IN ACCORDANCE WITE PROCURBMENT SPECIFICATION. b
T SIFEL, CORROSION RESISTANT, SERIES 302 THRU 305 (UNS S30200 TRRDU DRS S30500), 316 (UNS S}160C),
317 (UNS S31700) AND 347 (URS S34700), IN ACCORDANCE WITH PROCUFEMENT SPECIF.CATION e
BRASS, ALLOY 462 (UNS C46200) OR 464 (UWS CAS400) IN ACCORDARCE WITH QQ-B-£37 OR ALLOY 36C <3
(UNS C36000), TN ACCORDARCE WITH QQ-B-626. ~
2. MAGNETIC PERMPABILITY: CORROSION RESISTANT STERL PASTERERS SEALL BAVE A PAGKETIC PERMEARILIITY OF 2.0C WMATDAOM @
AR STRERGTH OF H = 200 OERSTEDS USING A MAGNETIC INDICASCR IX ACCOPDANCE
VITE MIL-1-17214. e
-
3.  PROTECTIVE COATING AND SURPACE THEATMENT: STEEL, CARBOR-CADMIDM PLATING OF PHOSPEATE CCATING IN ACCCRDMANCE s
VITE PROCURBMERT SPECTPICATIOR. <
STEFL, CRES - CLEANED, DESCALED AXT PASSIVATYD IN ACOORDANCE WITH
ATIY. A3E0.
ELACY (XIDE COATING IK ACCORDANCE WITR MI1-C-1%324, CLASS 2.
BRASS - ELACK OITDE OOATED IN ACCORDANCE WITS PROCURIMENT SPECTFICATIOR. 0
TIN PLATED IN ACCORDANCE WITE ASTY B54S , .0001 INCH TH7X. 0
SIIVIF. PLATPD IK ACCORDANCE WT™E QQ-3-365, .0001 INCH TRTCX. o
NICKEL PLATED IN ACCOFDARCE WITE PROCUREMENT SPECIFICATION. w
=)
4. THREADS: THE THRPADS SHALL EE IN ACCORDANCE WITE PED-STD-E28/2. ACCEPTARILT®Y OF SCRBY TRREADS SEALI I IN o~
ACTORDANCE WITH PEI-STD-H28/21, SYSTEM 21. o~
e
3
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#E0. SUP CLASS

5310

S. PART NUMEER. THE P,
FIoM TAXLY Y, FOLLOVED BY THE FINISH CODE LETTERS ("B* POR
PLATED), ("5* POR SIINIR PIATED), (™" FOR TIN PLATED) AND
PHOSPHATE COATING.

BUMPLE:  MS35650-3258

L___mmnz (SEE REQT 3)
"B® ELACK OXTD®
"N NIKEL PIATED
*3" STINVER PLATED
*7* 1IN PIATED
FO CODE LETTER FOR CADMIUM PLATE OR PROSPRATE COATING {SEE TARLE I)

BASTC M3 SHFET WOMBFR
¥=35650-3258 INDICATES - WUT, PLAIN, HEXAGON, MACHINE SCREW, THREAD SIZE .0860-64UNF-28. BRASS.
BLAK (XIDE COATED.

5
i
:
:
i
:

MS PART NUMBERS FOR BRASS NUTS SINCE MS 35650 REVISION F HAVE REQUIRED A *8" IN THE
PART NUMBER TO INDICATE BLACK OXIDE COATING. PRIOR TO MS35650 REVISION F . PAST
REVISIONS DID NOT REQUIRE THE “B" IN THE BRASS NUT PART NUMBER TO DENOTE BLACK OX!0€E
COATIN? IN E{THER CASE i.e FORMER PRACTICE (WITHOUT THE “8") OR PRESENT PRACTICE
(WITH THE “B*) THE MS35650 PART NUMBER FOR BRASS NUTS REQUIRE BLACK OXIDE COATING .

WOTES
I. DIMENSIONS ARE IN INCHES.

2. NUTS SHALL BE FREE OF ALL LOOSE OR HANGING BURRS AND SLIVERS WHICH MIGHT BECOME
01 SLODGED UNDER USAGE.

3. NUTS SPECIFIED HEREIN ARE TYPE II, STYLE I3 (N ACCORDANCE WITH PROCUREMENT
SPECIFICATION.

4. IN THE EVENT OF A CONFLICT BETWEEN THE TEXT OF THIS STANDARD AND THE REFERENCE
CITED HEREIN THE TEXT OF THIS STANDARD SHALL TAKE PRECEDENCE.

5. REFERENCED GOVERNMENT (OR NON GOVERNMENT) DOCUMENTS OF THE ISSUE LISTED IN THAT
ISSUE OF THE DEPARTMENY OF DEFENSE INDEX OF SPECIFICATIONS AND STANDARDS (DoDISS)
SPECIFIED N THE SOLICITATION FORM A PART OF THIS STANDARD TO THE EXTENT SPECIFIED
HEREIN.

u(vu!o@FOR CHANGES SEE PAGES I, 2AND 3
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INTERCHANGEARILITY TABLES OF CANCELLED ANL SUPERIEDING PART NUMEFRS

THE POLLOWING DASH FUMEERS AS GIVEN IN THE ORICINAL ISSUE OP THIE ETANDARD ARE CANCELLFD APTIR 8 SFP 1966, THE
CANCELLED RUTS SHOULD EE USED POR MAINTENANCE PURPOSES UNTIL EXISTING STOX IS DEFLETED. USE ONLY THE SUPRRIZCING
NUTS FOR NEW DESICN.

TAELE I
DASH NUMEERS
CANCELLED | OUPERJEDING | | CARCELLED SUPERSEDING | |CANCELLED | SUPERSEDING | | CANCELLED | SUPPRSECTNG
MSIEE50 MI5650 MSI5650 M335650 35650 MI35650 KIY5650 NS¥5650

2 322 44 344 €5 %5 8 o6
2 322 45 345 66 %5 101 oy
24 24 46 345 a pi 102 e
25 325 61 362 82 e 104 4
26 525 62 362 [l B4 105 305
4 342 64 364 85 386 106 30
42 U2

THE POLLOWING DASH NUMEERS OF AN341, AN345, AND MS20341 ARE CANCELLED APTER 17 APR 1968. THE CANCELLED NUTS
SHOULD BE USED FOR MAINTENANCE PURPOSES UNTIL EXISTING STOCK IS DEFLETED. USE ONLY T9E SUPERSEDING KJTS CP
MS356500 FOR NBEW DESIGN.
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DASH NOMEERS DASH MOMEERS DASE NUMRERS 2

Y L ¢

CANCELLED | SUPPRSEDING CANCELLED SUPERSEDING CANCELLE. SUFERSE D% "~
N34S KS35650 ansas | e | owsoosar | wsmse50 a4y | wooder | Emesd ‘&
w

0 512 10 - 108 302 616 6164 bk b (]
© 34 €10 - 10¢ 304 - 6165 ss &
): o] 315 B1O - - %05 - 81¢s IRLE !

2 322 — 10 10A 3057 —_ 8162 e s
(] 324 - - 108 055 o6 8164 bt -y
» 3 1€ - 4165 3252 — gL T -

4 842 car6 .- 4167 3254 — 10165 g0 o
c4 344 R416 - - 3255 - 10162 1l P
B 345 — 416 | a6 32557 e | 1oer 0T <

6 %62 - - 416B 32558 - 1016F e 'z
[+ 3 364 516 -— 5168 512 [ 4
B 365 516 -— 516C IN4 [=]

8 32 %16 - - 35 e
= 84 - 516 | S16A 50 @
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